
DESCRIPTION WHAT IS INSPECTED 

Deep Foundations 

AUGERCAST PILE 

INSTALLATION 

Verify depth and diameter of drilled hole; type of soils encountered and 

agreement with expected soil conditions described in geotechnical report; 

hole stability; use of casing if needed; method of drilling; depth of cage 

insertion; grout head and withdrawal rate; volume of concrete placed. 

DRILLED CIP PIER PILE 

INSTALLATION 

Depth and diameter of drilled hole, type of soils encountered, hole stability / 

casing, clean bottom of hole, method of drilling, cage insertion depth 

MICROPILE INSTALLATION Verify pile locations, depth of installation, grout pressure, pile capacity. 

PIN PILE INSTALLATION Monitor installation per Director’s Rule (DR) 10-2009, location, size, 

hammer weight, refusal criteria, allowable pile capacity 

PIN PILE INSTALLATION 

LOAD TEST 

Load testing required for all pin piles greater than 2-inch-diameter.  Testing 

per DR 10-2009.  

PIPE PILE INSTALLATION Pile length, pile driving equipment, pile capacity 

PRECAST/STRESSED PILE 

INSTALLATION 

Pile length, pile driving equipment, pile capacity 

TIMBER PILE 

INSTALLATION 

Pile length, pile driving equipment, pile capacity 

 


